
COMPACT BATTERY POWERED COLUMN PA SYSTEM

This battery powered PA column system has an 8” active

subwoofer unit and a 4x2,5” array module that uses K-array™

PAT® (Pure Array Technology).

GP8AB features a new grille and sub enclosure look, as well as

a totally re-designed column connection system that improves

stability and reliability.

Built-in mixer with 2x mic/line inputs, 1x stereo AUX input,

Bluetooth connectivity with TWS Pairing and USB/SD media

player. Two separate volume knobs allow you to separately

manage the sub and top levels for optimal sound in every

application.

GP8AB is so compact and light that can be carried by one

person, and a cover+bag set is available as an accessory for

more protection and easier handling.
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HIGHLIGHTS

PLAY IT ANYWHERE

Thanks to the new Li-Ion battery, GP8AB can play for more

than 7 hours with a single charge.

NEW LOOK

GP8AB features a totally new grille and subwoofer top design.
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EASIER SET-UP

The connecting system has been re-designed to provide more

stability, longer life and easier setup and disassembly.
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PRODUCT DETAILS

KEY FEATURES

Compact Battery Powered Column Loudspeakers PA system

On board 2ch mixer and USB player

True wireless stereo bluetooth

Over 7 hours of playing with a single charge thanks to the powerful Lithium battery

Quick setup and disassembly

Different heights, different dimensions, same sound pressure

Perfect companion for your gig, cocktail party, event or your loud karaoke session at home

SPECIFICATIONS

Type Active Line Array Loudspeakers System

Transducers LF

Frequency Response 45Hz-16KHz

Max.SPL?113dB (calculated using a signal with crest factor 4 (12dB) measured at 1 mt)

Coverage V. 40° | H. 100°

Amp module 2-channel Class-D

Rated Power 2x 100W @ 4 ?

AC Input 50-60Hz 100-240V~

Battery capacity 8000 mAh Li-Ion

Life 7 hours of continuous playback at clip limit
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Analog In 2x XLR + 2x jack 6.3mm mic/line 1x 3.5mm jack stereo

Digital USB 2.0 - SD card - Bluetooth 4.2 ( Bluetooth 4.2 with TWS technology to pair two GP8A for stereo

listening)

Analog Out 1x XLR male

Dimensions

(WxHxD)

315 x 1857 x 405 mm (12.4 x 73.11 x 15.95 in)

Weight 14,5 Kg

Material ABS

Color Black
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