
The EventEasy Series expands the indoor display portfolio by introducing COB (Chip-On-Board) sealing

technology featuring an ultra-fine 1.56 mm pixel pitch and a density of 409,600 dots/m². Designed for maximum

operational versatility, the system combines a 180° folding double-sided structure with integrated wheels,

optimizing transport, rapid installation, and space-saving storage.

Thanks to high-protection modules with a front IP65 rating, EventEasy is completely sealed against water, humidity, dust, and

mechanical impacts, ensuring excellent thermal stability and an extended lifespan of over 100,000 hours. High-end visual

performance is driven by a 20,000:1 contrast ratio, a brightness of 600 cd/m², a 3,840 Hz refresh rate, and a wide 160°/160°

viewing angle, all achieved with an average power consumption of only 100 W/m².

The system integrates a Fast Splicing mechanism featuring a retractable hinge and rotating edges, allowing multiple modules to be

easily aligned to create a single, seamless mega-screen. Content management is streamlined via centralized remote cloud control

through a laptop, smartphone, tablet, or USB, while fully front-accessible maintenance and dedicated two-unit flight cases ensure

maximum efficiency in retail, trade shows, and commercial installations.
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COB Led Technology Wireless Control
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HIGHLIGHTS

MAXIMUM PROTECTION, MAXIMUM YIELD:
ENGINEERED FOR DURABILITY.

Engineered for exceptional thermal stability and

environmental adaptability, EventEasy LED Posters utilize

high-protection modules. The multi-layered architecture

delivers comprehensive resistance against water, moisture,

dust, and impacts. Backed by a front-rated IP65 enclosure,

it guarantees superior image consistency and a

significantly extended operational lifespan.

PRECISION SPLICING, INSTANT MOBILITY:
ENGINEERED FOR DYNAMIC SETUPS.

Designed for seamless versatility and flawless alignment,

EventEasy LED Posters feature a fast-splicing mechanism with

a recessed hinge. This advanced architecture ensures

millimeter-level splicing precision between cabinets, eliminating

visible gaps. Supported by mobile wheels equipped with

integrated brakes, the system guarantees effortless, smooth

relocation paired with secure and stable positioning across any

operational environment.
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STANDALONE VERSATILITY, SEAMLESS
EXPANSION: ENGINEERED FOR ULTIMATE
APPLICATION FLEXIBILITY.

Designed for uncompromised operational versatility, EventEasy

LED Posters can function as standalone units or be quickly

spliced with multiple screens to form a single, seamless large-

scale display. This efficient modular splicing capability allows

the system to flexibly adapt to diverse application scenarios,

perfectly meeting a wide variety of commercial and promotional

display needs.

ENGINEERED FOR SMART CONTENT
DISTRIBUTION.

Designed for dynamic and seamless operations, EventEasy

LED Posters feature a smart, cloud-based centralized

management system. This flexible architecture allows users to

control and distribute content across multiple screens

simultaneously from a single intuitive dashboard, accessible

remotely via PC, smartphone, or tablet, alongside standalone

plug-and-play connectivity via USB.
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FLIGHTCASE ENGINEERED FOR MAXIMUM
PROTECTION AND LOGISTICAL
EFFICIENCY

Designed to streamline handling and storage operations, the

EventEasy system features a rugged two-unit flight case that

guarantees robust impact protection. Each LED Poster is further

safeguarded by a dedicated cover providing all-around defense

against dust and moisture. The compact, space-saving case

architecture integrates a fold-down ramp that serves as a front-

access panel, allowing a single operator to slide and load the

screens quickly, safely, and effortlessly.

EVENTEASY - MORE THAN JUST A LED
POSTER

Experience an extraordinary visual impact thanks to the P1.56

pixel pitch featuring a 20,000:1 contrast ratio and a 3,840 Hz

refresh rate, protected by COB sealing with a front IP65 rating

that guarantees over 100,000 hours of operation.
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PRODUCT DETAILS

KEY FEATURES

Set of 2x EventEasy LED Posters with FlightCase

1.56mm LED module pitch for indoor use

COB (Chip-On-Board) LED modules for improved durability, high protection, and superior image quality

Front IP65 protection against water, dust, moisture, and mechanical impact

Magnetic front access for convenient and quick modules maintenance

Long-lasting performance with over 100,000 hours operational lifespan

Light weight and thick structural design

SPECIFICATIONS

Model Name EventEasy

Pixel Pitch (mm) 1.56

Pixel Density (dot/m²) 409.600

LED Sealing Type COB

Contrast Ratio 20.000

Brightness (cd/m²) 600

Grey Scale (bit) ? 14

Refresh Rate (Hz) 3.840

Horizontal Viewing Angle (Deg) 160°

Vertical Viewing Angle (Deg) 160°
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Max Power Consumption (W/m²) 300 ± 3%

Average Power Consumption (W/m²) 100

Module Size (mm) 250 x 250

Module Resolution (PX) 160 x 160

Screen Resolution (PX) 320 x 1.280

Screen Size (mm) 500 x 2.000

Poster Weight (kg) 34

Poster Size (mm) 518 x 2.140 x 588

Input Voltage (V) AC 100 \~ 240 V

Working Temperature (°C) -20 \~ +50 °C

Storage Temperature (°C) -30 \~ +60 °C

Working Humidity (RH) 10% \~ 80% RH

Storage Humidity (RH) 10% \~ 80% RH

Maintenance Type Front

Life Span 100.000 hours

Ingress Protection IP65 / IP20

Working Environment Indoor

Certificates CE (EMC A, LVD), FCC, ETL, CB

Power Connectors 1x powerCon (IN), 1x powerCon (OUT)

HDMI Ports 1x HDMI (IN), 1 x HDMI (Loop OUT)

etherCon ports (RJ45) 1x Sync control, 1x ASync control, 1x Sync control (Back up), 1x ASync control (Back up)

Ethernet ports 1x RJ45 LAN Port

USB ports 1x USB 2.0 port (Media)

Audio connectors 1x 3.5 mm Mini-Jack (OUT)

SMA Connector 1x Antenna (WIFI)
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